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DESIGN
CONTROL

WH
DESIGNED BY DATE DESCRIPTION

SKO 08/25/16 MOUNTING PLATEENG APP. DATE
MKH 08/25/16 GLOBAL CONTROLLER

SIMILAR TO SCALE DWG SIZE SHEET WEIGHT (REF) REV D544128PT 1:2 A2 2 OF 2  [.1] g
DRAWING NO.

961782PT

DESCRIPTION SPECIFICATION
FINISH
HARDNESS
HEAT_TREAT
MATERIAL

PROPERTY OF APEX TOOL GROUP LLC.
CONFIDENTIALITY PER ISO 16016

BREAK SHARP EDGES  0.2 X 45

MACHINE SURFACES Ra
ALL DIMENSIONS IN MM UNLESS OTHERWISE SPECIFIED

EXTRACTED TOLERANCE FROM ISO 2768-mK (mm)  

LENGTH & DIA. TOL ANGLE. LEG LENGTH TOL 

FROM .5-3 0.1 OVER 0-10 1
OVER 3-6 0.1 OVER 10-50 0 30'
OVER 6-30 0.2 OVER 50-120 0 20'
OVER 30-120 0.3 OVER 120-400 0 10'
OVER 120-400 0.5 OVER 400 0 5'
UNLESS OTHERWISE NOTED TOLERANCES PER: ISO 2768-mK ZONE REV ECN # REVISION DATE BY CHK

- 086-16.02 RELEASED FOR PRODUCTION 10/11/16 SKO MKH
B3 a -- 3x 8,8 in 2x 8,8 
B3 b -- 8,8 in 9+0,1 
B7 c -- COUNTERSING 10,5 a. 0,6+0,1 added 
E8 d -- Cut out added 09/11/18 DPR UKA

NOTES:
 
1. 14 GA 1015 COMMERCIAL GRADE
   COLD ROLLED SHEET STEEL (.075 .006)   
 
2. ALL BEND RADII .08.
 
3. ALL BENDS 90 .
 
4. NO BURRS OR SHARP EDGES.
 
5. PART FLAT WITHIN .020.
 
6. ALL PARTS TO BE ROHS/REACH COMPLIANT.

 b

 a

 c

 d
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263±0.5

378

4X 45  X 32

10X 6.8
10X 14.4

3X 90 0.24X 3.8

2X 8.8

10X 8

4X R3

FEATURES
• Flexible - Supports a combination of up to 16 corded and 

cordless tools

• Intuitive - User-friendly 10.5” touch screen provides 
interactive operator guidance

Product  
Specifications

The mPro400 Series Controller delivers unmatched 
flexibility for assembly lines utilizing both corded 
and cordless tools. From simple to complex tightening 
requirements, the mPro400 allows for easy integration into 
any manufacturing environment.

Apex Tool Group, LLC
Phone: +1 (800) 845-5629
Phone: +1 (919) 387-0099
Phone: +49 (0)7363 81-0

www.ClecoTools.com / www.ClecoTools.de

SPECIFICATIONS
 
TOOL COMPATIBILITY 
LiveWire, CellCore, CellTek,  
I-Wrench, Intelligent Spindles

WEIGHT & DIMENSIONS 
Weight  9.7 kg / 21.3 lb 
Width  266.7 mm / 10.5in 
Height  381 mm / 15 in 
Depth  288 mm / 11.34 in 
 

2X Fieldbus 
2X Ethernet 
2X Serial RS-232 
3X USB 
2X 24v I/O Connector 

1X TSnet Input 
1X TSnet Output 
2X 24V I/O (8 in / 8 out) 
1X Power Input (Single   
Phase 100–240 VAC ±10%) 
1X Compact Flash Card 

mPro400GCD-M 
Master

GLOBAL CONTROLLER 

INPUTS & OUTPUTS
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TSnet Connector (Out)

System Bus Connector (ArcNet)

Power Supply Connection

Ethernet RJ45 10/100 
BASE-T Connector (2)

USB 2.0 Port (2)

Serial RS232 Connector 

Anybus Module (2)

Serial RS232 Connector 

24V I/O (8 in / 8 out) (2)

Wire Channel

GLOBAL CONTROLLER 

USB 2.0 Port Located on Front of Controller

mPro400GCD-M 
Master


